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always be connected to the vent tube.
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Sensor Cable
Minimum Bend
Radius 50mm

MAN089-IssC

APT1000 Drain wire / cable screen have 
no internal connection to sensor body or 
electronics. They may be left unterminated, 
or, where a clean instrument earth is 
available connected to this to provide 
effective screening of the signal cable 
against induced noise from adjacent cabling.

+
-

A+
B-

Junction Box

Isolated
10 to 30Vdc

Supply

+
-

RS485
Modbus

Do NOT Touch

The Sensor
Diaphragm

Gland with
Filter

Enclosure MUST be
Vented to Atmosphere
for Gauge Measurement

Removable
breather plug assembly must

always be connected to the vent tube.
If the cable is shortened this assembly

must be transferred to the new cable end.

Data Cable Must be Twisted
Pair with Overall Braid.

Red

APT1000 / 4 WIRE
CABLE CONNECTIONS

Black

Screen/Drain Wire

+ Positive

- Negative

Earth

Supply
4-20mA

RS485
Data

White

Green

+ Data

- Data

FilterTubeJoining Sleeve

APT1000 Installation Leaflet

Sensor Cable
Minimum Bend
Radius 50mm

MAN089-IssC

APT1000 Drain wire / cable screen have 
no internal connection to sensor body or 
electronics. They may be left unterminated, 
or, where a clean instrument earth is 
available connected to this to provide 
effective screening of the signal cable 
against induced noise from adjacent cabling.




